VT8231/VT8233/VT8235 Integrated LAN Software Package (VIA version) for LAN-On-Motherboard Usage Version: 3.1

Drivers

	Name
	Ver.
	Supporting OSes
	Note

	NDIS3
NDIS4
NDIS5
	3.13
	Win95, Win95OSR2, Win98, Win98SE, NT3.51, NT4.0, WinME, Win2000, WinXP
	1. Add “Optimized for performance” parameter for enable/disable scatter-gather DMA. Default is enabled.

	NDIS3F
	3.06
	Windows For Workgroup 3.11
	

	NDIS2
	4.14
	LAN Server DOS Workstations, LANTASTIC, PCNFS, MS DOS 6.22 (MS client 3.0)
	

	Packet
	4.14
	MS DOS 6.22 (NCSA Telnet client, PCTCP)
	

	Server ODI

(ASM version)
	4.13
	Netware Server 3.11, 3.12, 4.11, 4.12
	

	Server ODI 
(C version)
	5.14
	Client 32 for DOS, Netware Server 5.0, 5.1, 6.0
	

	DOS ODI
	4.14
	MS DOS 6.22 (Netware client for DOS)
	

	Linux
	4.22
	Linux Kernel 2.2.x ~ 2.4.17
	

	FreeBSD
	3.04
	FreeBSD 3.2, 4.0, 4.11, 4.2, 4.5
	

	Unixware
	2.07
	SCO Unixware 7.1
	

	SCO5
	4.08
	SCO Open Server 5.0.4
	

	DIAG
	3.15
	MS DOS 6.22
	1. Fix external loopback test bug.

	Winsetup
	2.10
	Win95, Win95OSR2, Win98, Win98SE, NT3.51, NT4.0, WinME, Win2000, WinXP
	1. Fix bug about driver source and nt4 source in different CD-ROM in NT4.
2. Fix bug on 2000/XP where winsetup.exe will scan PCI bug 0~1 only.

3. Add parameter 'p' to display progress bar while install driver for network adapter.
4. Fix command parameter bug in 

NT4.


Application utilities for users

	Name
	Ver.
	Supported OSes
	Note

	NICSET
	1.16
	Win95, Win95OSR2, Win98, Win98SE, NT4.0, WinME, Win2000, WinXP
	


Drivers/Utilities for Boot ROM users

	Name
	Ver.
	Supported OSes
	Note

	RPL-DOS
	4.14
	
	1. Adopt new EEPROM access timing for ATMEL EEPROM.

	RPL-W95
	4.14/3.13
	
	

	PXE
	2.17
	
	1. Adopt new EEPROM access timing for ATMEL EEPROM.

2. Fix a bug for flow control register update.

	PXERPL
	2.08
	
	


Drivers/Utilities for manufacture, not to release to users

	Driver
	Ver.
	Supported OSes
	Note

	EEPROM
	3.08
	MS DOS 6.22
	1. Fix 8235 PHY check bug when EEPROM content is blank.


